@ AirLiquide

MENGDEMALERE
DYNAMAL 15L/MIN

« Mekanisk mengdemaler - Lavtrykk

« Montering pa regulatoren eller ledningsnettet
+ Egnet for industrigasser

+ Laget av lettmetall

Industrial Process

Domains of applications

Designed for implementation of:
industrigasser

Specifications
Maximal inlet pressure at 15°C.......... 4 bar
Adjustable flow tO..........ccoceevvveiienne. 0to 15 1/min

Maximal flow........cccccvviveiieiriieeee 15 1/min
Driftstemperatur: -20 ° C til + 50 ° C



Dimensions

Length (L) : 56 mm
Height (H) : 121 mm
Depth (D) : 61 mm
Net weight : 0.4 kg

Outlet connection: En utlgpsport M 12 x 125 hann

Connection

Inlet connection: En innlgpsport G 3/8 BSPP hann

Products

Product . ) Inlet o . .
Short Designation Inlet Fitting Outlet Fitting Material
Number Pressure
15922 FLOW DYNAMAL Ar 1-15I/min HF 4/6MM Ar 4 bar 15 I/min :;3/8 BSPP HF 4/ 6mm lettmetall

Ta kontakt for mer informasjon Air Liquide Norway A/S, tel. no. +47 32 27 41 40, e-mail kundeservice.norway@airliquide.com
Air Liquide forbeholder seg retten til & foreta alle ngdvendige endringer til spesifikasjonene ovenfor uten varsel.
www.airliquide.com
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